Getac

Rugged Mobile Computing Solutions
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Fully Rugged
Tablet

® 8.1 HD LumiBond® display for
better viewing experience

® Getac proprietary SnapBack add-on
featuring Smart card and contactless
RFID reader Combo or 2nd expanded
battery

- @ Choice of 1D/2D imager barcode reader,

~ Serial port, MicroSD or Ethernet

attery swappable .

ninterrupted battery life
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{Optional) 1D/2D Imager Barcode Reader, or Serial Port, or Ethernet, or MicroSD

5MP Camera
HD webcam

Power Button
Function Key 1
Function Key 2
Windows Key
Volume Up
Volume Down

Office Dock SnapBack Add-on

RF Antenna 3

Pass-through & -

\\ 4 - Micro HDMI
UsB 3.0

f Audio in/

Docking Connector
Out Combo

DCin
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Fully Rugged
Tablet

Getac recommends Windows.

Specification
Operating System

Mobile Computing
Platform

VGA Controller

Display

Storage & Memory

Keyboard

Pointing Device

Expansion Slots

Windows® 8 Professional
Windows® 7 Professional

Intel® Pentium® Processor N3530 2.16 GHz,
burst up to 2.58 GHz
- 2M Cache :

. Software
Intel® HD Graphics :

8.1" TFT LCD HD {1280 x 800)
600 nits LumiBond® display with
Getac sunlight readable technology

: Communication Interface

: Security Features

Optional 10/100/1000 base-T Ethernet {occupies expansion slot)
Intel® Dual Band Wireless-AC 7260, 802.11ac

Bluetooth (v4.0 class 1)

Optional SiRFstarlV™ GPS

Optional Gobi™ mobile broadband

Getac Utility
Getac Camera
Getac V-GPS
Adobe® Reader®

Optional SnapBack add-on:
Smart card and contactless RFID reader combo

4GB DDR3L -
SSD 64GB / 128GB : Power AC adapter (65W, 100-240VAC, 50/ 60Hz)
- Li-lon battery (7.4V, 4200mAh) (up to 8 hours of battery life)"
6 tablet buttons (Windows, Power, Function Key, LifeSupport™ battery swappable technology
Camera Capture/ Barcode Reader Trigger, Volume Up, {only with SnapBack 2nd expanded battery)
Volume Down) .
: Dimension 227 x 151 x 24 mm (8.93" x 5.94" x 0.94")
Touchscreen * (W x D x H) & Weight 0.88kg (1.94 |bs)"

- Capacitive multi-touch screen
- Optional dual mode touchscreen
{multi-touch and digitizer)

Choice of 1D/2D imager barcode reader, Serial port,
MicroSD or Ethernet'

Optional SnapBack add-on: 3
: Environmental

Rugged Features

MIL-STD-810G certified and IP65 certified
6 feet drop resistant

Optional ANSI/ISA 12.12.01

Vibration & drop resistant

e Mark certified for vehicle usage

Smart card and contactless RFID reader combo" : Temperature":
Optional SnapBack add-on: : Specifications - Operating: -21°C to 50°C/ -5.8°F to 122°F
2nd expanded battery' : - Storage: -40°C to 71°C/-40°F to 160°F
Humidity:
1/0 Interface HD webcam x 1 -95% RH , non-condensing
5M pixels auto focus rear camera x 1 :
USB 3.0 (9-pin) x 1 ¢ Accessories Carry bag
Headphone out/Mic-in Combo x 1 . Battery charger
DCinJack x 1 Main battery (7.4V, 4200mAh)
Micro HDMI x 1 2nd expanded battery (14.4V, 2100 mAh)
Docking connector (24-pin) x 1 AC adapter (65W, 100-240VACQ)
Qptional RF antenna pass-through for GPS, WWAN and WLAN  : Vehicle adapter (90W, 11-16V DC and 22-32V DQO)
Optional . Capacditive stylus & tether
- 1D2D imager barcode reader x 1 {occupies expansion slot) * Digitizer pen
- Serial port (9-pin; D-sub)’ x 1 {(occupies expansion slot) * Shoulder strap (2-point)
- LAN (RJ45) x 1 (occupies expansion slot) : Hand strap
- MicroSD card reader' x 1 {occupies expansion slot) : Wrist strap
: Protection film
: Vehicle dock
: Office dock
Docking solution
External VGA Microphone Audio Cutput DC in Jack use Lan HODwN ?F“wﬁﬂ m GPS)
Vehicle Dock -- -- -- 1 2 1 -- 3

Office Dock 1 1 1 1 4 1 1 .

i Barcode reader, Serial, Ethernet, and MicroSD port are mutually exclusive options.

il All SnapBack add-ons are mutually exclusive options.

ifi  13.56MHz Contactless RFID and Smart Card reader {ISO 15693 and 14443 A/B compliant).

iv  Battary life testing conducted under MabileMark 2007. Battery performance will vary upon software applications, wireless settings, power management settings, LCD brightness, customized modules and environmental conditions.
The battery has a limited number of charge cycles and may eventually need to be replaced by a Getac service provider. Battery life and charge cycles vary by use and settings.

v Weight varies from configurations and optional accessories.

vi Tested by a national independent third party test lab following MIL-5TD-810G.

Getac Technology Corporation

5F, Building A, No. 209, Section 1, Nangang Rd., Nangang Dist.,
Taipei City, 11568, Taiwan, R.O.C.

Tel: +886 2 2785 7888

globalmarketing@getac.com

www.getac.com

Copyright © 2014 Getac Technology Corporation and/or any of its affiliates. All Rights Reserved.
All specifications are subject to change without notice.  VOAMOBY 14WW




Getac

Rugged Mobile Computing Solutions

T800
Android

Fully Rugged Tablet

® 8.1 HD LumiBond® display for
better viewing experience

® Getac proprietary SnapBack add-on
featuring Smart card and contactless
RFID reader Combo or 2nd expanded
battery

e Optional 1D/2D imager barcode reader,
), Serial port, MicroSD or Ethernet

o T,

Support™ battery swappable
% ‘ nology for uninterrupted battery life
. E 'p“ A t‘ \ L = i\

 MIL-STD-8 __;lPGS&"'

5MP Camera
HD webcam

Power Button
Function Key 1
Function Key 2

Office Dock SnapBack Add-on

Android Home
Volume Up
Volume Down
Micro HDMI
UsB 3.0

Audio in/
Out Combo

RF Antenna
Pass-through

Docking Connector

DCin
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Specification

Operating System

Mobile Computing
Platform

VGA Controller

Display

Storage & Memory

Android 4.4

Intel® Celeron® N2930 1.83 GHz, burst up to 2.16 GHz
- 2MB cache

Intel® HD Graphics

8.1" TFT LCD HD (1280 x 800)

600 nits LumiBond® display with
Getac sunlight readable technology

2GB DDR3L
SSD 32GB / 64GB

: Communication Interface

. Software

Security Features

Optional 10/100/1000 base-T Ethernet {occupies expansion slot)
Intel® Dual Band Wireless-AC 7260, 802.11ac

Bluetooth (v4.0 class 1)

Optional dedicated GPS

Optional Gobi™ mobile broadband

Getac File Manager
GPS-Ecompass
Barcode Reader Utility"

Optional ShapBack add-on: Smart card and contactless RFID
reader combo™

: Power AC adapter (65W, 100-240VAC, 50 / 60Hz)
Keyboard 6 tablet buttons (Power, Camera Capture, : Li-lon battery (7.4V, 4200mAh) {up to 8 hours of battery life)*
Recent APPs/Barcode Reader Trigger, Android Home, LifeSupport™ battery swappable technology
Volume Up, Volume Down) {only with SnapBack 2nd expanded battery)
Pointing Device Touchscreen * Dimension 227 x 151 x 24 mm {8.93" x 5.94" x 0.94")
- Capacitive multi-touch screen : (W x D x H) & Weight 0.88kg (1.94 lbs)

Expansion Slots

- Optional dual mode touchscreen
{multi-touch and digitizer)

Optional 1D/2D imager barcode reader, Serial port,
MicroSD or Ethernet

Optional ShapBack add-on:

Smart card and contactless RFID reader combo'

Rugged Features

MIL-STD-810G certified and IP65 certified
6 feet drop resistant

Optional ANSI/ISA 12.12.01

Vibration & drop resistant

e-Mark certified for vehicle usage

Optional SnapBack add-on: : Environmental Temperature"':
2nd expanded battery" : Specifications - Operating: -21°C to 50°C/-5.8°F to 122°F
: - Storage: -40°C to 71°C/ -40°F to 160°F
1/0 Interface HD webcam x 1 Humidity:

5M pixels auto focus rear camera x 1 - 95% RH , non-condensing

USB 3.0 (9-pin) x 1 :

Headphone out/Mic-in Combo x 1 : Accessories Carry bag

DCin Jack x 1 X Battery charger

Micro HDMI x 1 Main battery (7.4V, 4200mAh)

Docking connector (24-pin) x 1 2nd expanded battery (14.4V, 2100 mAh)

Opttional RF antenna pass-through for GPS, WWAN and WLAN AC adapter (65W, 100-240VAQ)
Vehicle adapter (90W, 11-16V DC and 22-32V DQ)
Capacitive stylus & tether
Digitizer pen
Shoulder strap {2-point)
Hand strap
Wrist strap
Protection film
Vehicle cradle
Vehicle dock
Office dock

Docking solution
o -+ . RF antenne cannectar
Microphone Audio Output DC in Jack UsE LaN WAVAN, WLAN, GPS)
Vehicle Dock -- - 1 2 1 3

i Barcode reader, Serial, Ethernet, and MicroSD port are mutually exclusive options.

il All SnapBack add-ons are mutually exclusive options.

ili  Available for barcode reader option.

iv 13.56MHz Contactless RFID and Smart Card reader {(ISO 15693 and 14443 A/B compliant).

v Battery performance will vary upon software applications, wireless settings, power management settings, LCD brightness, customized modules and environmental conditions.
The battery has a limited number of charge cycles and may aventually need to be replaced by a Getac service provider. Battery life and charge cycles vary by use and settings.

Vi Weight varies from configurations and optional accessories.

vii Testad by a national independent third party test lab following MIL-STD-810G.

Getac Technology Corporation

5F, Building A, No. 209, Section 1, Nangang Rd., Nangang Dist.,
Taipei City, 11568, Taiwan, R.O.C.

Tel: +886 2 2785 7888

globalmarketing@getac.com

www.getac.com

Copyright ® 2015 Getac Technology Corporation and/or any of its affiliates. All Rights Reserved.
All specifications are subject to change without notice.  VO2MOSY 15WW
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Rugged Mobile Computing Solutions

T800-Ex

Fully Rugged
Tablet

® EU Explosive Atmosphere ATEX
Certified

® 8.1 HD LumiBond® display for
better viewing experience

® 1D/2D imager barcoder reader

® LifeSupport™ battery swappable

echnology for uninterrupted battery life
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1D/2D imager barcoder reader

8MP Camera

HD webcam

Power Button
Function Key 1
Function Key 2

SnapBack Add-on

Micro HDMI
USB 3.0
Audio in/ Out Combe

I Rugged Mobile Computing Solutions
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Specification

I ., Fully Rugged
Tablet

Getac recommends Windows.

Operating System

Mobile Computing
Platform

VGA Controller

Display

Storage & Memory

Keyboard

Pointing Device

Expansion Slots

1/0O Interface

Communication Interface

Windows 8 Professional
Windows 7 Professional

Intel® Pentium® Processor N3530 2.16 GHz,
burst up to 2.58 GHz

- 2MB Cache

Intel® HD Graphics

8.1" TFT LCD HD {1280 x 800)

600 nits LumiBond® display with

Getac sunlight readable technology

4GB DDR3L
SSD 64GB / 128GB / 256GB

6 tablet buttons (Windowvs, Power, Function Key,

Camera Capture/ Barcode Reader Trigger, Volume Up,

Volume Down)

Touchscreen
- Capacitive multi-touch screen
- Optional dual mode touchscreen
{multi-touch and digitizer)

1D/2D imager barcoder reader
Optional SnapBack add-on: 2nd expanded battery

HD webcam x1

8M pixels auto focus rear camera x1
USB 3.0 (9-pin) x1

Headphone out/ Mic-in Combo x1
DCin Jack x1

Micro HDMI x1

Intel® Dual Band Wireless-AC 7260, 802.11ac
Bluetooth (v4.0 class 1)

Optional dedicated GPS

Optional Gobi™ mobile broadband

Software

: Security Features

: Power

: Dimension
: (W x D x H) & Weight

Rugged Features

: Environmental
Specifications

: ATEX Certification

: Accessories

Getac Utility
Getac Camera
Getac V-GPS
Adobe® Reader®

Optional TPM 1.2

AC adapter (65W, 100-240VAC, 50/ 60Hz)

Li-lon battery (7.4V, 4200mAh) (up to 8 hours of battery life)’
LifeSupport™ battery swappable technology {only with

SnapBack 2nd expanded battery)

2227 x 151 x 24 mm (8.93" x 5.94" x 0.94")
0.915kg (2.017 Ibs)"

MIL-STD-810G certified and IP65 certified
6 feet drop resistant
Vibration & drop resistant

Temperature'
- Operating: -21°C to 50°C/-5.8°F to 122°F
- Storage: -40°C to 71°C/ -40°F to 160°F
Humidity:
- 95% RH , non-condensing

ATEX zone 2/22
113G Exic lIC T4 Ge
11 3D Ex ic IlIB T130°C D¢

Carry bag

Battery charger

Main battery (7.4V, 4200mAh)

2nd expanded battery (14.4V, 2100 mAh)
AC adapter (65W, 100-240VACQ)

Vehicle adapter (90W, 11-16V DC and 22-32V DQ)
Capacitive stylus & tether

Digitizer pen

Shoulder strap (2-point)

Hand-strap

Wrist-strap

Protection film

Multi-Bay Charger (Eight Bay)

i Battery life testing conducted under MobileMark 2007. Battery performance will vary upan software applications, wireless settings, power management settings, LCD brightness, customized modules and environmental conditions.

The battery has a limited number of charge cycles and may eventually need to be replaced by a Getac setvice provider. Battery life and charge cycles vary by use and settings.

il Weight varies from configurations and optional accessories.

iii Tested by a national indepandant third party test lab following MIL-STD-810G.

Getac Technology Corporation

5F, Building A, No. 209, Section 1, Nangang Rd., Nangang Dist.,

Taipei City, 11568, Taiwan, R.O.C.
Tel: +886 2 2785 7888
globalmarketing@getac.com
www.getac.com

Copyright ® 2015 Getac Technology Corporation and/or any of its affiliates. All Rights Reserved.

All specifications are subject to change without notice.  VO2MO7Y 15WW
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multisystems

H multisystems Stavépel kot urtooTnpileL TEXVIKA, TPOLOVTO oo TOUG LEYOAUTEPOUG OLKOUG KOTOLOKEUTG OE
Barcode scanners, EKTUTTWTEC ETIKETWY, GOPNTA TEPUATIKA, AVOELG TAQOTLIKWY KOPTWV TUTIOU TILOTWTLKAG
KaBwg Kal cuoTApaTa ALavikig TwANong OnMwe cuotripata Point of sale, Tapelakég pnxaveg kot
$OopOAOYLKOUG UNXAVLOHOUG.

2TLG EYKOTAOTAOELG oG 0TO AlyOAew Aettoupyel MANPWG EEOTTALOUEVO TEXVLIKO EPYAOTHPLO E APTLA
KOTAPTIOUEVOUG NXAVLKOUC TTOU UmopoUV va Swaoouv AUCELG akOUa KoL OTLG TILo SUOKOAEG
unxavoypadLKES TTPOKANOELG TOU XWPOU TG Blopnxaviag, tng ebodlactikng aluoidag Kal tng ALAVIKAC.

Yo e€unnpeTOVE Evay — £VOV TIPOCWTTLKA TIPOOHEPOVTAC GAG TOV POCWIILKO GOG TEXVLKO GUBOUAO O
OTI0L0G YVWPLTEL TLG AVAYKEG KaL TLG LELOULTEPOTNTEG TNG ETUXEIPNONG OAG EVW 0ag EEUMNPETEL 0 OAN TNV
Topela TG cuvepyaoiog oog pall pag n e€EAENG tou €pyou oag. Elpacte dimha oag va oag
oUUBoUAEPOUUE va ETIAEEETE TOV OWOTO e€OTALOWO pHéoa armod pia eupuTatn YKapa 12.000 rpoidoviwy
TEXVOAOYLOG YLaL OAEG TIG AVAYKEG OO TA TILO ETWVU A EPYOOTACLA TNG TTAYKOCLAG AYOPAC.

Mo TNV KaAUTEPN EEUTINPETNON OAG EXOUE SLAXWPLOEL TA EUTIOPLKA KOLL T TEXVLKA PG TUALOTA O 6
SLOKPLTEG EVOTNTEC TLG OTIOLEG UTTOPELTE va SElTE OTOV Tivaka Tou akoAouBEl TPOKELEVOU va 0OG
€EUTINPETOUE YPHYOPA KAL AMOTEAECUATLKA. IO OTLOATIOTE XPELOOTEITE UNV SLOTACETE VOl ETILKOLVWVI OETE
pali pag oto 211 780 1000, Ba xapoUE VO 0OG EEUTINPETHOOULE.

H multisystems Sta0tel kal umootnpllel |

Barcode scanners

EvoUppata | AcUpuata | 2D Imagers | Bluetooth I0S / Android | Atavikig

EKTUNTWTEG ETIKETWV & avaAwotpa

Emutpanéfiot | Blopnyavikot | Eyxpwpot | ETikéteg | Melavotatvieg

DopnTd TEPUATIKA

Qopntd teppatikd | Bopnyavikd Tablets | Teppatikd autokwvAtou / KAapk

ZuotApata Atavikig nwAnong Point of sale

Juotnuata POS | Touchscreen 086veg | Oeppikol EKTUTIWTEG

AUOELG TAQOTIKWV KAPTWV

EKTUNWTEG MAQOTIKWY KapTwv | Avadwoiua | MAaotikég kapteg PVC

®dopoloyika npoiovta

Tapelakég unxaveg | Mopoloyikol pnxaviopol | Mopoloyikol eKTUTIWTEG

ACR Electronics ENE

Newd. OnPwv 339, 122 43, Alydrew
http://www.multisystems.gr | info@multisystems.gr
Tel. 211 780 1000 Fax 211 780 2000
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