
Honeywell’s Dolphin® 6100 is a stylish and reliable mobile computer that 

provides advanced data collection and real-time wireless communication 

for in-premise applications including price lookup/audits, inventory 

management, customer assistance, and merchandising. 

Designed with ergonomics in mind, this pocket-sized mobile computer 

features an angled imager that allows users to view the screen while 

scanning a bar code. 

Despite its stylish exterior, the Dolphin 6100 was built to withstand harsh 

conditions. This IP54-rated device can endure exposure to dust, dirt and 

splashing water, as well as accidental drops from distances as high as 

1.2 meters. The high-performing Dolphin 6100 can sustain up to 500 

tumbles from 1 meter, ensuring reliability for years to come. 

Integrated 802.11b/g wireless connectivity provides users with access to 

critical data throughout the enterprise. A long-lasting battery minimizes 

the need to change the battery during an eight-hour shift, even in 

wireless, scan-intensive environments. Advanced security protocols 

ensure data accuracy and security. Users can also make phone calls 

using Voice over Internet Protocol (VoIP) technology, eliminating the 

need to carry additional devices.   

Powered by Adaptus® Imaging Technology 5.5, the 6100 with the imager 

option delivers the broadest suite of advanced data capture capabilities, 

including linear and 2D bar code scanning, digital image capture, and 

intelligent signature capture, allowing users to increase efficiency and 

improve customer service.

Purpose built for in-premise applications, Dolphin 6100 provides mobile 

workers with the tools needed to streamline tasks, improve productivity, 

and maximize investment protection.

Dolphin 6100
Mobile Computer

•	 Powerful Software Utilities: Comprehensive suite of 
intuitive software utilities simplify device configuration, 
application development, and remote device management

•	 Versatile, High Performance Data Collection: Adaptus 
Imaging Technology 5.5 reads linear and 2D bar 
codes, captures digital images, and enables electronic 
signature capture—enabling workers to do more with a 
single device

•	 Engineered for Reliability: Constructed for use in light 
industrial in-premise environments 

•	 Sleek, User-Friendly Design: Ultra-lightweight device 
provides instinctive data entry and comfortable single-
handed use in a stylish form factor 

•	 Real-Time Wireless Communication: Advanced 
integrated 802.11b/g technology delivers real-time 
network access to critical information and supports 
advanced wireless security standards

•	 Class-leading PXA300 Microprocessor: Supports both 
Microsoft® Windows CE 5.0 and Windows Embedded 
Handheld 6.5 platforms

Features
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Dolphin 6100 Technical Specifications
Mechanical/Environmental
Dimensions Standard battery: 175 mm x 69 mm x 39 mm (6.9˝ x 2.7˝ x 1.5˝)

Extended battery: 175 mm x 69 mm x 43 mm (6.9˝ x 2.7” x 1.7˝ ) (includes handstrap)
At grip: 58 mm (2.3˝)

Weight Imager: Standard battery: 8.7 oz (247g); Extended battery: 9.5 oz (270g); 
Laser: Standard battery: 8.9 oz (252g); Extended battery: 9.7 oz (275g) (includes handstrap)

Operating Temperature Imager: 14°F to 122°F (-10°C to 50°C)
Laser: 14°F to 104°F (-10°C to 40°C) 

Storage Temperature -4°F to 158°F (-20°C to 70°C)

Humidity 95% humidity, non-condensing

Drop Withstands multiple 4´ (1.2 m) drops onto concrete, all axis and across operating temperature range

Tumble 500 3.3´ (1 m) tumbles (1,000 drops)

Environmental Sealing Independently certified to meet IP54 standards for moisture and particle resistance

ESD Air: ±15 kV; Contact: ±8 kV

System Architecture
Processor Marvell XScale PXA300 624 MHz

Operating System Microsoft® Windows CE 5.0; Windows® Embedded Handheld 6.5

Memory Windows® CE 5.0: 128 MB RAM X 128 MB Flash; Windows® Embedded Handheld 6.5: 256 MB RAM X 256 MB Flash

Display 2.8˝ transmissive active matrix 65k color LCD with backlight, QVGA (240 x 320)

Keypad 28-key shifted alpha numeric with backlit keys

Audio Built-in microphone and speaker, stereo headset jack

I/O Ports Full speed USB 1.1 from cradle (or I/O cable); RS232 (115 Kbps) from cradle

Voice Communication Voice-over-IP and Push-to-Talk ready

Development Environment Honeywell SDK for Windows® CE 5.0; Honeywell SDK for Windows® Embedded Handheld 6.5 and Visual Studio 2008

Application Software Honeywell Powertools® and Demos

Third-Party Software SOTI MobiControl (remote device management), Naurtech CETerm™ Terminal Emulation (TNVT, 3270, 5250), and 
ITScriptNet™ (availability may be limited to choice of operating system)

Storage Expansion User accessible Micro SDHC memory card slot. Please check current price guide for available qualified card options

Battery Standard: Li-Ion, 3.7 V, 2200 mAh; Extended: Li-Ion 3.7 V, 3300 mAh (includes extended battery door)

Expected Hours of Operation 8+ hours (with scan and continuously transmitting)* 

Expected Charge Time Less than 4 hours

Imager/Scanner Imager: 5100SR, 5100SF, 5100HD, 5300SR, 5300SF, and 5300HD come with Adaptus Technology and Laser Aimer; 
Laser: IS4813

Decode Capabilities Imager: Reads standard 1D and 2D symbologies. Laser: Reads standard 1D symbologies

Warranty 1 year for terminals and peripherals 

Wireless Connectivity
WLAN Dual Mode 802.11 b/g (11 Mbps/54 Mbps) with internal antenna

WLAN Security Wi-Fi Alliance Certification, Wireless Security Supplicant (DeviceScape), 802.1x, WPA2, EAP, WEP, LEAP, TKIP, 
MD5, EAP-TLS, EAP-TTLS, WPA-PSK, PEAP, CCXv4

WPAN Bluetooth® Class II (10 m) v2.0 Enhanced Data Rate (EDR) with on-board antenna. BQB certified

Microsoft, Windows, and the Windows Logo are registered trademarks or trademarks of Microsoft Corporation. Intel is a registered trademark of Intel Corporation. The Bluetooth trademarks are 
owned by Bluetooth SIG, Inc. U.S.A. and licensed to Honeywell International Inc. 

RoHS
2002/95/EC

NOTES:

1. COLOR: 
    BACKGROUND: PANTONE 108C (SAFETY YELLOW)
    ALL TEXT AND SYMBOLS: BLACK

2. MATRL: .002 WHITE MYLAR TOP PRINTED WITH
    .001 MATTE MYLAR OVERLAMINATE.

3. PRE PRINTED LABEL SIZE .5”  x 1”  WITH CORNER RADIUS
    
4. SEVERAL LABELS KISS CUT ON A SHEET.

5. ROHS COMPLIANT INKS.  SEE ENVIRONMENTAL 
    SPECIFICATION  DOCUMENT #500007391

6. LABEL TO MEET UL REQUIREMENTS FOR MARKING
   AND LABELING SYSTEMS, AND TO BE UL RECOGNIZED

7. PLACE UL RECOGNIZED LABEL INFORMATION ON
   EACH SMALLEST PACKAGING CONTAINER. THE
   PACKAGE LABELING TO INCLUDE: UL LOGO,
   COMPANY TRADE MARK, UL DESIGNATION, PER UL
   STANDARD REQUIREMENTS
    

100001225

SCALE 2X

LASER LIGHT. DO NOT STARE INTO BEAM

1.0 mW MAX OUTPUT: 650nM
IEC60825-1:1993+A1+A2

CLASS 2 LASER PRODUCT

Complies with 21 CFR 1040.10 and 1040.11 
except for deviations pursuant to Laser 
Notice No. 50, dated July 26, 2001.

LASER LIGHT. DO NOT STARE INTO BEAM

1.0 mW MAX OUTPUT: 650nM
IEC60825-1:1993+A1+A2

CLASS 2 LASER PRODUCT

Complies with 21 CFR 1040.10 and 1040.11 
except for deviations pursuant to Laser 
Notice No. 50, dated July 26, 2001.
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LASER LIGHT. DO NOT STARE INTO BEAM

1.0 mW MAX OUTPUT: 650nM
IEC 60825-1:1993+A1+A2

CLASS 2 LASER PRODUCT

Complies with 21 CFR 1040.10 and 1040.11 
except for deviations pursuant to Laser 
Notice No. 50, dated June 24, 2007.

100006034

LASER LIGHT. DO NOT STARE INTO BEAM

1.0 mW MAX OUTPUT: 650nM
IEC 60825-1:1993+A1+A2

CLASS 2 LASER PRODUCT

Complies with 21 CFR 1040.10 and 1040.11 
except for deviations pursuant to Laser 
Notice No. 50, dated June 24, 2007.

NEW LABEL 09/04/08B 500000014311

THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY AND CONFIDENTIAL
MATERIAL OF HONEYWELL INTERNATIONAL INC AND SHALL NOT BE
REPRODUCED, OR COPIED, OR USED AS A BASIS FOR MANUFACTURE OR SALE
OF EQUIPMENT OR DEVICES WITHOUT WRITTEN PERMISSION.  c 

TO BE REPLACED
BY 100006034

C ADD UL NOTES 500000016254 08/17/09
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Συνεργαζόμενοι οίκοι

 

Η multisystems διανέμει και υποστηρίζει τεχνικά, προϊόντα από τους μεγαλύτερους οίκους κατασκευής σε 

Barcode scanners, εκτυπωτές ετικετών, φορητά τερματικά, λύσεις πλαστικών καρτών τύπου πιστωτικής 

καθώς και συστήματα λιανικής πώλησης όπως συστήματα Point of sale, ταμειακές μηχανές και 

φορολογικούς μηχανισμούς. 

Στις εγκαταστάσεις μας στο Αιγάλεω λειτουργεί πλήρως εξοπλισμένο τεχνικό εργαστήριο με άρτια 

καταρτισμένους μηχανικούς που μπορούν να δώσουν λύσεις ακόμα και στις πιο δύσκολες 

μηχανογραφικές προκλήσεις του χώρου της βιομηχανίας, της εφοδιαστικής αλυσίδας και της λιανικής. 

Σας εξυπηρετούμε έναν – έναν προσωπικά προσφέροντας σας τον προσωπικό σας τεχνικό σύμβουλο ο 

οποίος γνωρίζει τις ανάγκες και τις ιδιαιτερότητες της επιχείρησής σας ενώ σας εξυπηρετεί σε όλη την 

πορεία της συνεργασίας σας μαζί μας ή εξέλιξης του έργου σας. Είμαστε δίπλα σας να σας 

συμβουλέψουμε να επιλέξετε τον σωστό εξοπλισμό μέσα από μια ευρύτατη γκάμα 12.000 προϊόντων 

τεχνολογίας για όλες τις ανάγκες από τα πιο επώνυμα εργοστάσια της παγκόσμιας αγοράς. 

Για την καλύτερη εξυπηρέτηση σας έχουμε διαχωρίσει τα εμπορικά και τα τεχνικά μας τμήματα σε 6 

διακριτές ενότητες τις οποίες μπορείτε να δείτε στον πίνακα που ακολουθεί προκειμένου να σας 

εξυπηρετούμε γρήγορα και αποτελεσματικά. Για οτιδήποτε χρειαστείτε μην διστάσετε να επικοινωνήσετε 

μαζί μας στο 211 780 1000, θα χαρούμε να σας εξυπηρετήσουμε. 

Η multisystems διαθέτει και υποστηρίζει 
 

 
 

Barcode scanners 
 
Ενσύρματα | Ασύρματα | 2D Imagers | Bluetooth IOS / Android | Λιανικής  

 

Εκτυπωτές ετικετών & αναλώσιμα 
 
Επιτραπέζιοι | Βιομηχανικοί | Έγχρωμοι | Ετικέτες | Μελανοταινίες 
 

 

 

Φορητά τερματικά 
 
Φορητά τερματικά | Βιομηχανικά Tablets | Τερματικά αυτοκινήτου / Κλαρκ   

 
 

 

Συστήματα λιανικής πώλησης Point of sale 
 
Συστήματα POS  |  Touchscreen οθόνες  |  Θερμικοί εκτυπωτές 

 
 

 

Λύσεις πλαστικών καρτών 
 
Εκτυπωτές πλαστικών καρτών  |  Αναλώσιμα  |  Πλαστικές κάρτες PVC 

 
 

 

Φορολογικά προϊόντα 
 
Ταμειακές μηχανές  |  Φορολογικοί μηχανισμοί  |  Φορολογικοί εκτυπωτές 
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